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4 Number Combination Locks
Opening & Changing Instructions

Before operating the safe lock or changing the combination,
READ THESE INSTRUCTIONS THOROUGHLY.

At the top of the dial ring an “Opening Index” is provided for normal dialling and opening. (See below)

At the side of the “Opening Index”, a “Changing Index” is provided for use only when setting a new
combination. (See below)

Combination locks are precision locks; therefore, extreme care must be used to align the combination
numbers with the “Index”. Turn the dial slowly and steadily.

When turning the correct number of revolutions if any number is turned beyond the index, the entire series of
combination numbers must be re-dialed. DO NOT TURN BACK DIAL TO REGAIN A PROPER ALIGNMENT
WITH THE NUMBERS AND INDEX.

Each time a selected number is aligned with the “Opening Index”, a revolution is counted.

TO UNLOCK LOCK WITH A 4 NUMBER COMBINATION
For Example “50 — 25 — 50 - 25*
Turn dial to the RIGHT, stopping when “50” is aligned with the opening index, the FIFTH time.

Turn dial to the LEFT, stopping when “25” is aligned with the opening index, the FOURTH time.

Turn dial to the RIGHT, stopping when “50” is aligned with the opening index, the THIRD time.
Turn dial to the LEFT, stopping when “25” is aligned with the opening index, the SECOND time.
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Turn dial slowly to the RIGHT until the bolt retracts.

TO LOCK THE SAFE

Close the door and turn the dial to the LEFT at least (5) five full revolutions.
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A = “Opening Index” Turn dial RIGHT Turn dial LEFT
B = “Changing Index” Clockwise Counter clockwise

Dial and index may vary from one pictured.
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CHANGING A 4 NUMBER COMBINATION

Select (4) new combination numbers. For the last number DO NOT use any number between 0 and 20.

Warning: Before turning the Change Key, ensure that the wing on the key is fully inserted into the lock
(see Figure 1).

1. Dial the existing combination to open the lock using the “Opening Index” and open the safe door.

2\ Dial the exfsting combination again using the “Changing Index”.
Note: it may be helpful to cover the “Opening Index” with tape when changing the combination.

3. With the last number aligned with the “Changing Index”, hold the dial securely in place so that it
does not turn, and insert the change key into the: keyhole in the back of the lock.

4. Ensure that the wing of the key is fully inserted into the lock and comes to a positive stop, and
turn the key 90 degrees counter clockwise (See Figure 2).

With the change key in the turned position, set the new combination as follows.

5. Turn the dial RIGHT, stopping when the first number is aligned with the “Changing Index” the
FIFTH time.

6. Turn the dial LEFT, stopping when the second number is aligned with the “Changing Index” the
FOURTH time.

7. Turn the dial RIGHT, stopping when the third number is aligned with the “Changing Index” the
THIRD time.

8. Turn the dial LEFT, stopping when the fourth number is aligned with the “Changing Index” the
SECOND time.

9. With the last number of the new combination aligned with the “Changing Index” mark, hold the

dial securely in place and turn the change key 90 degrees clockwise and remove it
(See Figure 3).

CAUTION: Before closing the safe, try the new combination several (at least 3) times using the "Opening
Index” to ensure the combination works. If you close the safe and the combination does not work you will
not be able to open the safe, if this happens contact a qualified safe technician.

Figure 1 Figure 2 Figure 3

Wing on change key 90 degree counter clockwise 90 degrees clockwise

passes thru slot in lock.




